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OVERVIEW
The ISO-2 is a two channel isolation box and line balancer. The ISO-2 is a passive 
audio isolator/balancer designed to be inserted into the signal chain to block hum and 
buzz caused by ground loops. 

The ISO-2 accepts unbalanced or balanced signals and is equally suitable for 
consumer electronics and professional line-level devices.

As an isolation unit, it is used to isolate lines to press and video feeds or On-
stage power amps. It is a handy hum and buzz fighter for broadcast or live sound 
applications.

As a balancer, it converts unbalanced line from CD players, tape decks etc. to 
balanced for long cable runs.

The ISO-2 isolator/balancer is ideal for instrumental rigs, studios and pro audio. 

Every ISO-2 isolator/balancer has been thoroughly tested and offers the best value at 
an affordable price.

unika@unika.com.tw
If you still need further clarification, please send email to us and we will do our very 
best to reply in short order.
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FEATURES
The ISO-2 is a two channel line level isolation box and line balancer. Use it to help 
eliminate hum and buzz caused by long cable runs or to convert unbalanced lines to 
balanced in high noise environments.  

The ISO-2 features two XLR & ¼" phone jack combo input connectors that accept 
balanced or unbalanced connections, two XLR-3 male output connectors and all of the 
outputs feature individual ground lift switches, which help further reduce ground loop 
noise. 

Channel 2 features a handy polarity reverse button to correct for opposite polarity 
signals or mis-wired cables. 

The ISO-2 Isolators/Balancers are all made in ultra-rugged, road-suitable Aluminum 
case with stackable rubber pads designed. 

Each isolated output pass through a premium transformer, which blocks DC voltage 
and prevents buzz and hum from ground loops, ensure flat frequency response and 
low distortion. 
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CHANNEL FEATURES:

① Ch-1 XLR and 1/4" combo input connectors (accepts XLR, TRS or TS unbalanced).
② Ch-2 XLR and 1/4" combo input connectors (accepts XLR, TRS or TS unbalanced).
③ Output-2, transformer balanced XLR-3 output male connector.
④ Ground-lift buttons, when set to LIFT to disconnects the pin-1 ground between the 

Ch-2 XLR input and the Ch-2 XLR output to help eliminate hum. Ground remains 
connected when set to the GND position.

⑤ Polarity reverse button (Channel 2 only). Use to correct for opposite polarity signals 
or mis-wired cables. 

⑥ Ground-lift buttons, when set to LIFT to disconnects the pin-1 ground between the 
Ch-1 XLR input and the Ch-1 XLR output to help eliminate hum. Ground remains 
connected when set to the GND position.

⑦ Output-1, transformer balanced XLR-3 output male connector.
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AUDIO CONNECTION
Before making connections, ensure that your sound system is turned off and all volume 
controls are turned down, this prevents any plug-in transients from damaging speakers 
or other sensitive components.

The ISO-2 is completely passive, so it doesn't require any power to operate.

The ISO-2 has a combination XLR/TRS input connector, which is wired with the AES 
standard pin-1 ground, pin-2 hot (+), pin-3 cold (-). Balanced or unbalanced output 
signal can be connected to the input of ISO-2; the isolated outputs will always be 
balanced signals.

Unbalanced cables are much more susceptible to noise than their balanced Counter 
parts, keeping unbalanced cables under 8 meters (25') in length is good practice while 
balanced cables can easily extend to 100 meters (300'). The balanced output of the 
ISO-2 is line level, meaning that it should be connected to the line input of a mixing 
console.

Fig-3: ¼"TS Unbalanced connection Fig-4: ¼"TRS Balanced connection

Tip-Signal (+)

Sleeve-Ground

Tip-Signal Hot (+)

Ring-Signal Cold(-)

Sleeve-Ground

For Unbalanced connection, pin-3 should be connected to Ground with pin-1.

 XLR-TRS Combo input

1-Ground2-Signal Hot +

3-Signal Cold -

Fig-2: XLR-¼"TRS Combo socket 
          for direct input

Fig-1: XLR Plugs Balanced connection:
　　    1-Ground
　　    2-Signal Hot (+)
　　    3-Signal Cold (-)

1

Female Male

2 1
3 3

2
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ELIMINATING HUM AND BUZZ AND THE GROUND LOOP
The ISO-2 is equipped with isolation transformers to eliminate hum and buzz caused 
by stray DC voltage and ground loops.

Computers, optical projectors and other consumer equipment can be particularly noisy, 
anyone that has incorporated audio with a projector knows that noise can be a serious 
problem, so transformers can be incredibly useful when combating system noise.

A ground lift switch on the outputs takes this one step further by lifting pin-1 on the 
XLRs. Computers are often the source for noise problems in audio systems, so greater 
care is certainly needed to keep things quiet.
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Audio Circuit Design Passive, Transformer Isolated.

Frequency Response 20Hz to 20KHz, +0.5 / -0.5 dB at 10dBm

Maximum Input level +28dBm max.

Input Impedance                        600Ω impedance matching

Output impedance 600Ω impedance matching

Output
2 channel, Balanced transformer isolated
(XLR-3 Male, Pin-1 Ground, Pin-2 Hot, Pin-3 Cold)

Input
2 channel, Balanced XLR & ¼" phone jack combo 
connectors, Pin-1 Ground, Pin-2 Hot, Pin-3 Cold. 

Polarity reverse button
(Channel 2 only).

Use to correct for opposite polarity signals 
or mis-wired cables.

Total harmonic distortion  Less than 1% at +20dBu output

Ground lift                           Lifts pin-1 on XLR outputs

Common-Mode Rejection Ratio Less than -60dB @ 10KHz  

Size ( W x D x H ) 158 x 134 x 63mm 

Weight 600g

Construction
Ultra-rugged, 
Aluminum Alloy case with rubber pads

SPECIFICATIONS (Specifications are subject to change without notice.)




